
For electric control valve add in:

For electric control valve add in:

3 694,00

1 528,00

2 938,00

For electric control valve add in:

900,00

76

TMC 260

2,00:1 2,72 3,64 82

2,47:1

1,54:1

TM 40 P

TMC 60 E

TMC 60 A

7
o

2,00:1

1,57 63

1,26

41

41 55

1,05 1,40

55

2,45:1

2,45:1

2,83:1

height in-out

67,5 mm

o/p flange  

102 mm

weight 9 kg

Ratio
Pleasure / 100 rpm

kW HP

0,98

1,68 38 51

2,60:1

1,55:1 1,78 height in-out

78,8 mm

o/p flange  

102 mm

weight 14 kg

0,94 1,26 26 35

0,73 22 29

PLEASURE DUTY: Highly intermittent operation with very large variations in engine speed.

less than 10% of the total time at 80% of full engine throttle (500 hours/year for hydraulic transmissions - TM, 300 hours/year for mechanical transmissions - 

TMC).

INTERMEDIATE DUTY: Intermittent operation with large variations in engine speed. Average engine operating hours limit:

- 2000 hours/year.

CONTINUOUS DUTY: Continuous operation with little or no variation in engine speed / power setting.

Unlimited hours per year.

1,45:1

2,0:1

2,00:1

Pleasure / 3000 rpm

kW HP

351,621,21

2,10 47

26

1 636,00

height in-out

91 mm

o/p flange  

102 mm

weight 15 kg

2 096,00

3 554,00

For electric control valve add in:

900,00

1 056,00

2,72

2,39

3,64 82 109 height in-out

85 mm

o/p flange  

102 mm

weight 18 kg

31 42

2,20

109

2,95 66 88

2,88:1 1,88 2,52 56

TM 345

TM 345 A

8
o

1,54:1 3,61 4,84 94 126 height in-out

97,3 mm

o/p flange  

127 mm

weight 25 kg

2,00:1

53

900,00

2 796,00

72

Ratio
Pleasure / 100 rpm Pleasure / 2600 rpm

102

2,47:1 2,20 2,95 57 77

1,54:1 3,61 4,84 94 126

2,00:1 2,93 3,93 76

124

kW HP kW HP

height in-out

111 mm

o/p flange  

127 mm

weight 25 kg

2,93 76 102

2,47:1 2,20 2,95

3,93

57 77

900,00

4,08 5,47 106

7,16 139 186 height in-out

110,4 mm

o/p flange  

127 mm

weight 53 kg

2,09:1 4,61 6,18 120 161

2,40:1

1,51:1 5,34

4,08 5,47 106 142

2,77:1 3,56 4,77 93

Guarantee  12 months

142

2,40:1 3,56 4,77 93 124

TM 93

TM 93 A

8
o

1,51:1 4,92 6,59 128 171 height in-out

125,5 mm

o/p flange  

127 mm

weight 53 kg

2,09:1

SpecificationModel Price €
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For foundation engine bed add in:

For electric control valve add in:

6 372,00

4 266,00
For electric control valve add in:

For electric control valve add in:

700,00

For electric control valve add in:

900,00

558,00

2,15:1 1,53 2,10 46 63

For electric control valve add in:

For electric control valve add in:

For electric control valve add in:

Ratio

height in-out

605 mm

weight 43 kg

2,38:1 1,20 1,67 36 50

16,55 296 height in-out

260 mm

o/p flange  

240 mm

weight 415 kg

16,55

7 866,00

height in-out

220,3 mm

o/p flange  

184 mm

weight 235 kg

3,00:1 12,35 16,55 296 397

12 952,00

5,00:1

4,00:1 12,35 16,55 296 397

3,50:1 12,35 397

12,35

279

296 397

279

height in-out

158 mm

o/p flange  

146 mm

weight 165 kg

8,69 11,64

900,00

5 958,00

2,00:1 10,26 267

2,30:1 9,32 12,49

900,00

For electric control valve add in:

7 524,00

876,00

height in-out

176 mm

o/p flange  

127 mm

weight 165 kg

242 325

4 598,00

Continuous/100 rpm Continuous/2400 rpm

TM 200
3,60:1 6,39 8,56 153 206

4,48:1 6,39 8,56 153 206

386 5 958,00

4,38

7,85 10,52 204 273 height in-out

155,5 mm

o/p flange  

127 mm

weight 54 kg

2,08:1 7,85 10,52 204 273

2,60:1 6,28 8,42 219

900,00

6,70 130 174

5,87 114 153

386 height in-out

158 mm

o/p flange  

127 mm

weight 165 kg

900,00

height in-out

131,6 mm

o/p flange  

127 mm

weight 75 kg

273

900,00

273

219

4 094,00

HP

6,70 130 174 height in-out

125,7 mm

o/p flange  

127 mm

weight 36 kg

HP kW
Ratio

Pleasure / 100 rpm Pleasure / 2600 rpm

kW

1,51:1 5,00

2,09:1 5,00 3 704,00
TM 485 A

8
o

2,40:1

4 204,00

204

163

2,94:1 5,34 7,16 139 186

1,53:1 7,85 10,52 204 273 height in-out

155,5 mm

o/p flange  

127 mm

weight 75 kg

2,08:1 7,85

TM 265
1,50:1 8,69 11,64

209

2,82:1 209

2,04:1 7,85 10,52 204

2,50:1 6,28 8,42

TM 170

TM 170 A

10
o

1,50:1 7,85 10,52

SAIL DRIVE

SP-60

163

1,53:1

219

13,75

1,50:1 11,09 14,86 288 386

357

10,52 204 273

2,60:1 6,28 8,42 163

TM 265

TM 265 A

7
o

1,50:1 11,09 14,86 288

2,09:1 11,09 14,86 288

2,82:1 11,09 14,86 288 386

height in-out

179 mm

o/p flange  

184 mm

weight 115 kg

2,00:1

HP
Ratio

1,44:1 14,61 380 509

435

14,61 19,57 380 509

12,50 325

Pleasure/100 rpm Pleasure/3000 rpm

kW

TM 880 A

10
o

kW HP kW HP

TM 360

279

2,09:1 8,69 11,64

209

HP kW

TM 1200 A

7
o

2,30:1 16,75

19,57

SpecificationModel Price €

ООО "СЕВБОТМОТОРС"
www.sevboatmotors.com
sevboatmotors@gmail.com
050 6863451   050 2216631

Dealer:


