
STANDARD EQUIPMENT: oil, fuel, air filters, sea water pump, oil 

extraction hand pump, engine supports with rubber mountings (4 

pcs), exhaust gas riser, basement

CONTROL PANEL: Tachometer, runn. hour counter, water temp. 

and oil press. gauge; high water temp; low oil press; alternator 

charging signal lamp and buzer alarm, engine start-stop key, 

emergency stop, shut down (very low oil press, very high water 

temp)

24 V; 5,5 kW

28 V; 50 A

64 800,00

28 V; 50 A

215

71 100,00

Base engine MITSUBISHI Guarantee term 24 months

Frequency  Hz 1500

Cyl. arrang./ No. of cyl.

El. Starter engine

6D16T

41 400,00

L, 6

24 V; 5,5 kW

61 200,00
Soundproof genset

132

53 280,00

44 100,00
Genset (open)MECC ALTE

168

1500

7545

24 V; 5 kW

Genset (open)

MECC ALTEL, 6

SD 16.240 TIC
6D16T

Revolution rpm

ECO34-1L/4

130 kVA, class H, 

MD35, SAE3, 11"1/2

Alternator

Cyl. arrang./ No. of cyl.

SDA 150 ME M

Power stand by kVA (kW) 195 (156)

Weight 1390

Power contin kVA (kW) 150 (120)

SDA 130 ME M SD 16.200 T

400/230Voltage V

1290

L x B x H = 2100 x 850 x 1000 mm

Soundproof box = 2300 x 1100 x 1200 28 V; 50 A

Cyl. arrang./ No. of cyl.

Alternator

Weight Displacement cm3 

El. Starter engine

Power kW

50

Voltage V 400/230

Power contin kVA (kW) 130 (104)

Power stand by kVA (kW) 140 (112)

Frequency  Hz 50

Base engine MITSUBISHI

Power kW

Revolution rpm

115

1500

Frequency  Hz

L, 6

Power stand by kVA (kW) 160 (128)

Frequency  Hz 50

Displacement cm3 7545 ECO34-2L/4

150 kVA, class H, 

MD35, SAE3, 11"1/2

L x B x H = 2100 x 850 x 1000 mm El. Starter engine 24 V; 5 kW

Soundproof box = 2300 x 1100 x 1200 28 V; 50 A

SDA 180 ME M SD 24.280 T
Power contin kVA (kW) 180 (144) Base engine MITSUBISHI 6D24T

1500

Base engine MITSUBISHI

Power stand by kVA (kW) 240 (192)

Voltage V 400/230 L, 6 MECC ALTE

Base engine MITSUBISHI

Voltage V 400/230 Cyl. arrang./ No. of cyl. MECC ALTE

Weight 2000 Displacement cm3 ECO38-1SN/4

180 kVA, class H, 

MD35, SAE1, 14"

L x B x H = 2500 x 950 x 1200 mm El. Starter engine

Revolution rpm

6D24T

AlternatorSoundproof box = 2800 x 1200 x 1500

SDA 225 ME M
Power contin kVA (kW) 225 (180)

11945 ECO38-3SN/4

225 kVA, class H, 

MD35, SAE1, 14"

50 400,00

Genset (open)

Soundproof genset

Soundproof genset

SD 24.320 TIC

Power kW

11945

Revolution rpm

Power kW

Genset (open)

Soundproof genset

75 600,00

L x B x H = 2500 x 950 x 1200 mm

Soundproof box = 2800 x 1200 x 1500 Alternator

Weight 2200 Displacement cm3 

50

SpecificationEngine AlternatorModel
Price  €
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