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5D 212 SINCRO
Power contin kVA (kW) 5,5(5,5) |Base engine KUBOTA Z482-E3B
Power stand by kVA (kW) 6 (6) Power kW 6,9
Frequency Hz 50 Revolution rpm 3000
Voltage V 230 Cyl. arrang./ No. of cyl. L2 MECC ALTE Genset (open)
Weight 130 Displacement cm3 479 ES16F-160/A 8 575,00
Lx B xH =900 x 420 x 600 mm El. Starter engine 12V;0,8 kW |5,5kVA, class H, MD35, Soundproof genset
Soundproof box = 950 x 540 x 755 Alternator 12V;40A SAES, 6"1/2 11 510,00
DA 8 SD 318 SINCRO
Power contin kVA (kW) 8(8) Base engine KUBOTA D722-E3B
Power stand by kVA (kW) 8,8 (8,8) |Power kW 10,2
Frequency Hz 50 Revolution rpm 3000
Voltage V 230 Cyl. arrang./ No. of cyl. L3 MECC ALTE Genset (open)
Weight 150 Displacement cm3 719 ES20FS-130/A 9 645,00
Lx B x H=950x 420 x 600 mm El. Starter engine 12V;0,8kW | 11 kVA, class H, MD35, Soundproof genset
Soundproof box = 1050 x 540 x 755 Alternator 12 V; 40 A SAES5, 6"1/2 12 695,00
DA 4 SD 212 SINCRO
Power contin kVA (kW) 4,4 (4,4) |Base engine KUBOTA Z482-E3B
Power stand by kVA (kW) 5(5) Power kW 4,5
Frequency Hz 50 Revolution rpm 1500
Voltage V 230 Cyl. arrang./ No. of cyl. L2 MECC ALTE Genset (open)
Weight 150 Displacement cm3 479 ECO3-1SN/4 8 700,00
Lx B xH=900x420 x 600 mm El. Starter engine 12V; 0,8 kW |4,4 kVA, class H, MD35, Soundproof genset
Soundproof box = 950 x 540 x 755 Alternator 12V;40A SAES, 6"1/2 11 625,00
sD 318 SINCRO
Power contin kVA (kW) 5,5 (5,5) |Base engine KUBOTA D722-E3B
Power stand by kVA (kW) 6,5 (6,5) |Power kW 5,5
Frequency Hz 50 Revolution rpm 1500
Voltage V 230 Cyl. arrang./ No. of cyl. L3 MECC ALTE Genset (open)
Weight 170  |Displacement cm3 719 ECO3-2SN/4 9 985,00
Lx B xH=950x420 x 600 mm El. Starter engine 12V;0,8kW |5,5kVA, class H, MD35, Soundproof genset
Soundproof box = 1050 x 540 x 755 Alternator 12V; 40 A SAES5, 6"1/2 13 035,00
DA 10 SD 325 SINCRO
Power contin kVA (kW) 10(8) |Base engine KUBOTA D1105-E3B
Power stand by kVA (kW) 11,2 (9) |Power kW 8,4
Frequency Hz 50 Revolution rpm 1500
Voltage V 400/230 |Cyl. arrang./ No. of cyl. L3 MECC ALTE Genset (open)
Weight 230 Displacement cm3 1123 ECO3-1LN/4 11 235,00
Lx B x H=1000 x 500 x 600 mm El. Starter engine 12V; 1,4 kW 11 kVA, class H, MD35, Soundproof genset
Soundproof box = 1100 x 650 x 790 Alternator 12 V; 40 A SAES, 6"1/2 15 350,00

Basic engine KUBOTA
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STANDARD EQUIPMENT: oil, fuel, air filters, sea water pump, oil extraction hand pump, engine
supports with rubber mountings (4 pcs), exhaust gas riser, basement
CONTROL PANEL: Tachometer, runn. hour counter, water temp. and oil press. gauge; high

water temp; low oil press; alternator charging signal lamp and buzer alarm, engine start-stop
key, emergency stop, shut down (very low oil press, very high water temp)

Guarantee term 24 months
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5D 434 SINCRO
Power contin kVA (kW) 13,5 (10,8) [ Base engine KUBOTA V1505-E3B
Power stand by kVA (kW) 14,5 (11,6) |[Power kW 11,9
Frequency Hz 50 Revolution rpm 1500
Voltage V 400/230 |Cyl. arrang./ No. of cyl. L4 MECC ALTE Genset (open)
Weight 280 Displacement cm3 1498 ECO3-2LN/4 13 035,00
Lx B xH=1150x 500 x 650 mm El. Starter engine 12V; 1,4 kW 13,5 kVA, class H, Soundproof genset
Soundproof box = 1250 x 600 x 790 Alternator 12V; 40 A MD35, SAES5, 6"1/2 17 275,00
DA 20 SD 450 SINCRO
Power contin kVA (kW) 20 (16) |Base engine KUBOTA V2403-M-E3B
Power stand by kVA (kW) 22 (17,6) |Power kW 18,8
Frequency Hz 50 Revolution rpm 1500
Voltage V 400/230 |Cyl. arrang./ No. of cyl. L4 MECC ALTE Genset (open)
Weight 380 Displacement cm3 2434 ECO28-1LN/4 15 750,00
LxBxH=1250x 550 x 750 mm El. Starter engine 12V; 2 kW 20 kVA, class H, MD35, Soundproof genset
Soundproof box = 1250 x 600 x 790 Alternator 12V;40A SAE5, 7"1/2 19 960,00
SD 467 SINCRO
Power contin kVA (kW) 30 (24) |Base engine KUBOTA V3600-E3B
Power stand by kVA (kW) 33(26,4) |Power kW 26,3
Frequency Hz 50 Revolution rpm 1500
Voltage V 400/230 |Cyl. arrang./ No. of cyl. L4 MECC ALTE Genset (open)
Weight 490 Displacement cm3 3620 ECO28-VL/4 16 915,00
Lx B x H=1350x 650 x 800 mm El. Starter engine 12V; 3kwW 30 kVA, class H, MD35, Soundproof genset
Soundproof box = 1590 x 700 x 900 Alternator 12V; 60 A SAE4, 10" 21 610,00
DJA SD 485T SINCRO
Power contin kVA (kW) 35(28) |Base engine KUBOTA V3600-T-E3B
Power stand by kVA (kW) 38(31) |Power kW 29,8
Frequency Hz 50 Revolution rpm 1500
Voltage V 400/230 |Cyl. arrang./ No. of cyl. L4 MECC ALTE Genset (open)
Weight 540 Displacement cm3 3620 ECO32-25/4 18 565,00
Lx B xH=1350x 650 x 800 mm El. Starter engine 12V; 3 kW 35 kVA, class H, MD35, Soundproof genset
Soundproof box = 1590 x 700 x 900 Alternator 12V; 60 A SAE4, 10" 23 260,00
sba00r
Power contin kVA (kW) 40 (32) |Base engine KUBOTA V3800-T-E3B
Power stand by kVA (kW) 44 (35) |Power kW 41
Frequency Hz 50 Revolution rpm 1500
Voltage V 400/230 |Cyl. arrang./ No. of cyl. L4 MECC ALTE Genset (open)
Weight 560 Displacement cm3 3769 ECO32-35/4 20 670,00
LxBxH=1350x 650 x 800 mm El. Starter engine 12V; 3 kW 40 kVA, class H, MD35, Soundproof genset
Soundproof box = 1590 x 700 x 900 Alternator 12V; 60 A SAE4, 10" 25 615,00
DA 50 SD 4.140TIC SINCRO
Power contin kVA (kW) 50 (40) |Base engine KUBOTA V3800-T-E3B
Power stand by kVA (kW) 55 (44) |Power kW 56
Frequency Hz 50 Revolution rpm 1500
Voltage V 400/230 |Cyl. arrang./ No. of cyl. L4 MECC ALTE Genset (open)
Weight 590 Displacement cm3 3769 ECO32-1L/4 22 795,00
Lx B x H =1400 x 650 x 800 mm El. Starter engine 12V; 3 kW 50 kVA, class H, MD35, Soundproof genset
Soundproof box = 1590 x 700 x 900 Alternator 12 V; 60 A SAE4, 10" 27 960,00
ELECTRONIC SPEED CONTROL
Actuator 695,00
Speed control GAC 705,00
Pick up 157,00
Conection rod 38,00




